
Shear Wrench LXT®

DWT310ZK
18V X 2 • 800 Nm • 1 250 W
DWT310 is a Cordless shear wrench powered by 36V (18V x
2 ) LXT Li-Ion batteries

Technical specifications

Voltage LXT ✓
Nominal Battery Voltage 2 x 18 V
No load speed 14 min-¹

Max. fastening torque Hard/Soft - / 804 Nm
Max Fastening Torque Impact Drill 804 Nm
Sound Power Level (LWA) 94 dB(A)

Sound Pressure Level (LpA) 83 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Vibration Level, Screwdriving Without
Impact

≤ 2,5 m/s²

Vibration Uncertainty (K Factor),
Screwdriving Without Impact

1,5 m/s²

Product net weight 5,8 kg
Tool weight with battery 6,5 - 7,1 kg
Product Dimensions (L x W x H): 296 x 130 x 377

mm
Brushless Motor ✓

EAN 0088381855792

Link to product - www.makitauk.com

User benefits

• Brushless maintenance-free and long-life motor
• Electric brake for maximum productivity and increased

operator safety
• eXtreme Protection Technology (XPT) is engineered for

improved dust and water resistance for operation in
harsh conditions

• Battery protection system automatically shuts off
power when the battery level is low
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Related products
Standard AC

161347-8
Shoulder Belt

783001-0
Screwdriver

821748-9
Plastic Carrying Case, 200 X 660 X

Other

User manual

Parts drawing
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https://www.icmsmakita.eu/CMS/custom/fi/attachments/user_manuals/User_manuals_EU1/DWT310.pdf
https://www.icmsmakita.eu/CMS/custom/fi/attachments/part_drawings/EN/DWT310.pdf

